
 

             

       

 
              

 

 

24”  SILT  FENCE  

ALTERNATIVE  CONTROL  

24” SILT FENCE MAY BE USED ON 2% GRADE MAXIMUM SLOPE AS AN 

ALTERNATIVE FOR THE REQUIRED 36” SILT FENCE. 

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

 
           

 

              
 

 
 

 

EROSION  EEL   OR  APPROVED  EQUAL   

ALTERNATIVE  CONTROL   

2% GRADE MAXIMUM SLOPE AS AN ALTERNATIVE FOR 24” SILT FENCE 

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

 

           

 

              

 

 
 
 
 

SILT  SHIELD  OR  APPROVED  EQUAL   

ALTERNATIVE  CONTROL  

 

2% GRADE MAXIMUM SLOPE AS AN ALTERNATIVE FOR 24” SILT FENCE 

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

            

            
 

              

 

24”  SILT  FENCE   

WINTER  FROZEN  GROUND  INSTALLATION  

ALTERNATIVE  CONTROL  

24” SILT FENCE WINTER FROZEN GROUND INSTALLATION MAY BE USED ON 2% 

GRADE MAXIMUM SLOPE AS AN ALTERNATIVE FOR THE REQUIRED 36” SILT FENCE. 

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

 

              

ENVIROBERM  OR  APPROVED  EQUAL   

ALTERNATIVE  CHECK  DAM  
 

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

 

              
 

NILEX  GEORIDGE  OR  TRIANGULAR  SILT  DIKE   

OR  APPROVED  EQUAL  

ALTERNATIVE  CHECK  DAM  
 

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

              
 

              

      
 

 
            
 
 

 
 
 
 
 

    

 

         

         

          

     

BLOCKSOM  MAT  OR  APPROVED  EQUAL  CURB  AND  

GUTTER  INLET  FILTER   

ALTERNATIVE  CONTROL  

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 

NOT FOR USE IN WINTER MONTHS OR IN AREAS THAT MAY BECOME A SAFETY 

HAZARD DUE TO FLOODING OR FREEZING 

INSTALL PER MFG SPECIFICATIONS 

MAINTENANCE: 

Clean Inlet Filter while mounted on the grate, even 

if ponded water surrounds the inlet. Sweep sides 

and top of Inlet Filter to remove sediment and 

debris after each rain event. 



 
              

 

 
            
 
 

    

    

 

         

         

          

     

BLOCKSOM  MAT  OR  APPROVED  EQUAL   

LOW  POINT/YARD  INLET  FILTER  

ALTERNATIVE  CONTROL  

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 

INSTALL PER MFG SPECIFICATIONS 

MAINTENANCE: 

Clean Inlet Filter while mounted on the grate, even 

if ponded water surrounds the inlet. Sweep sides 

and top of Inlet Filter to remove sediment and 

debris after each rain event. 



 

              

EROSION  EEL  OR  APPROVED  EQUAL  LOW  POINT/YARD  

INLET  FILTER   

ALTERNATIVE  CONTROL  

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 

              
 

SILT  SAVER  OR  APPROVED  EQUAL  YARD  CATCH  

BASIN  INLET  FILTER   

ALTERNATIVE  CONTROL  

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 



 
              

 
 

STAKED  GEOTEXTILE  YARD  CATCH  BASIN  INLET  

FILTER   

ALTERNATIVE  CONTROL  

(ALL ALTERNATIVES MUST BE PRE-APPROVED BY THE INSPECTOR ON A CASE BY CASE BASIS) 
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